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CPU Type

RAM

Internal Storage

Ethernet

Wireless

GPU

3D GPU Support

Al Accelerator

Video Decoder

Video Encoder

Display Interfaces

Camera Interface

USB 2.0

USB 3.0

PCle

12C

SPI

UART

GPIO

PWM

CAN-FD

Size
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Embedded Edge Computing

Renesas RZ/G2UL Renesas RZ/G2LC Renesas RZ/G2L Renesas RZ/V2L Renesas RZ/V2N

1 x Cortex A55
1 x Cortex M33

1 GB DDR4 default, optional: 512 MB up to 2 GB DDR4

8 GB eMMc default, optional: Up to 64 GB eMMC

100BASE-T

802.11 a/b/g/n + BT 5.2

None

None

None

None

None

1 x MIPI-CSI2

2 x CAN-FD

47 x 30 mm

Renesas SOMs Comparison Chart

2 X Cortex A55
1 x Cortex M33

1 GB DDR4 default, optional: 512 MB up to 2 GB DDR4

8 GB eMMc default, optional: Up to 64 GB eMMC

100BASE-T

802.11 a/b/g/n + BT 5.2

Arm Mali-G31

OpenGL/CL 2.0

None

None

1 x MIPI-DSI

1 x MIPI-CSI-2

2 x CAN-FD

47 x 30 mm

2 X Cortex A55
1 x Cortex M33

1 GB DDR4 default, optional: 2 GB DDR4

8 GB eMMc default, optional: Up to 64 GB eMMC

Up to 2 x 10/100/1000 Mbps phy on board

802.11 b/g/n/ac + BT 5.0

Arm Mali-G31 - 500 MHz

OpenGL ES 1.1/ 2.0/ 3.0/ 3.1 and 3.2 Supported
OpenCL 2.0 Full Profile Supported

H.264 1920x1080 @ 30 fps

H.264 1920x1080 @ 30 fps

1 x MIPI-DSI, RGB

1 x MIPI-CSI-2 supported 5MP, 30 fps

2 x CAN-FD

47 x 30 mm

2 x Cortex A55
1 x Cortex M33
DRP-AI Accelerator

2 GB DDR4 default, optional: 1 GB DDR4

16 GB eMMc default, optional: Up to 64 GB eMMC

Up to 2 x 10/100/1000 Mbps phy on board

802.11 b/g/n/ac + BT 5.0

Arm Mali-G31 - 500 MHz

OpenGL ES 1.1/ 2.0/ 3.0/ 3.1/ and 3.2 Supported
OpenCL 2.0 Full Profile Supported

DRP-AI

H.264 1920x1080 @ 30 fps

H.264 1920x1080 @ 30 fps

1 x MIPI-DSI, RGB

1 x MIPI-CSI-2 supported 5MP, 30 fps

2 x CAN-FD

47 x 30 mm

4 x Arm Cortex-A55
1 x Cortex-M33,
DRP-AIl Accelerator

Up to 8GB LPDDR4 with inline ECC

4-128GB eMMC QSPI

Up to 2 x 10/100/1000 Mbps phy on board

802.11 b/g/n/ac/ax + BT 5.3

Arm Mali-G31 *

DRP-AI (15 Sparse TOPS / 4 Dense TOPS)

H.264/ H.265

H.264/ H.265

Display Support (MIPI-DSI )

2x MIPI-CSI-2 4 lanes
4k/30fps Camera ISP (ARM Mali-C55)

1 (HOST)

1x13C
1x 12C Test point header

2 x CAN-FD

47 x 30 mm


https://www.solid-run.com/embedded-industrial-iot/renesas-rz-family/rz-g2ul-som/
https://www.solid-run.com/embedded-industrial-iot/renesas-rz-family/rz-g2lc-som/
https://www.solid-run.com/embedded-industrial-iot/renesas-rz-family/rz-g2l-som/
https://www.solid-run.com/embedded-industrial-iot/renesas-rz-family/rz-v2l-som/

